Синхронизация дроссельных заслонок инжектора на моторах YAMAHA XV1900 Roadliner (Stratoliner) 2006-2011  

 Примечание:
До синхронизации дроссельных заслонок, должны быть отрегулированы клапана, а так же выставлены, согласно мануала, холостые обороты двигателя и проверено зажигание. Напоминание 1-ый цилиндр это тот, который задний (ближе к заднему колесу.)
1. Поставьте мотоцикл ровно.
    Примечание:
    Установите мотоцикл на подъемник
2. Снимите:
   - Седло водителя
   - Кронштейн седла водителя    
   - Крышку катушки зажигания 1-ого цилиндра
   - Топливный бак
3. Открутите:
   - Кронштейн датчика давления 1-ого цилиндра «1» (РИС. 1)
   - Кронштейн датчика давления 2-ого цилиндра «2» (РИС. 1) 
4.  Отсоедините:
    - Аирбокс с воздушным фильтром
    - Шланг датчика давления 1-ого цилиндра «1» (РИС. 2)
    - Шланг датчика давления 2-ого цилиндра «2» (РИС. 2)
5. Установите:
    - Шланг "1"     (Парт номер 5JW-24311-00) 

      (обыкновенный кусочек шланга -2 шт.) (РИС. 3)
    - Тройник "2"  (Парт номер 90413-05014) (РИС. 3)
    - Шланг вакуумметра № 1 "3" (РИС. 3)
    - Шланг вакуумметра № 2 "4" (РИС. 3)
    - Шланг датчика давления 1-ого цилиндра "5" (РИС. 3)
    - Шланг датчика давления 2-ого цилиндра "6" (РИС. 3)
    - Вакуумметр
    - Тахометр
6. Установите:
    - Топливный бак
7. Настройка:
- Синхронизация дроссельных заслонок
а.  Запустите двигатель и дайте ему прогреться в течение нескольких минут, а      затем дайте ему поработать на холостом ходу  (850-900 об/мин).
б. Положение дроссельной заслонки 1-го цилиндра принимаем за стандартное. Соответственно, будем настраивать дроссельную заслонку 2-ого цилиндра, сравнивая значения показателей вакуумметра 2-ого цилиндра с показаниями вакуумметра 1-ого цилиндра, используя  винт "1" (дроссельной заслонки 2-ого цилиндра), т.е. подгоняем второй цилиндр под первый (РИС. 4)
Показания вакуумметров синхронизатора должно быть  в пределах 31.3-35.3 кПа (9.3-10.4 inHg) (235-265 мм рт. ст.)
Примечание:
Разница в показаниях манометров первого и второго цилиндров синхронизатора не должна превышать 1,33 кПа (10 мм рт.ст.)
[image: image1.jpg]d. Hold the adjusting screw to prevent it from
moving and tighten the locknut to specifica-
tion.

Locknut (rocker arm adjusting
screw)
20 Nim (2.0 mkg, 14 ft1b)

Tappet adjusting tool (4 mm)
90890-04133
Valve adjustment wrench 3 mm &
4mm
YN-08035-A
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e. Measure the valve clearance again.

1. Ifthe valve clearance i sill out of specifica-
tion, repeat all of the valve clearance adjust-
ment steps unti the specified clearance is
obtained.
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13Install
« All removed parts
Refer to “CAMSHAFTS” on page 5-14.
NOTE:

Forinstallation, reverse the removal procedure.

SYNCHRONIZING THE THROTTLE BODIES
NOTE:
Prior to synchronizing the throttle bodies, the
valve clearance and the engine idling speed
should be properly adjusted and the ignition tim-
ing should be checked.
7. Stand the vehicle on a level surface.
NOTE:
Place the vehicle on a suitable stand.
2. Remove:

« Rider seat

« Rider seat bracket assembly

Refer to “GENERAL CHASSIS" on page 4-1.

« Cyinder-#1 ignition coil cover
Refer to “ENGINE REMOVAL" on page 5-1
+ Fueltank
Refer to “FUEL TANK" on page 6-1.
3. Remove:
 Cyinder-#1 infake air pressure sensor brack-
v
« Cyiinder-#2 intake air pressure sensor brack-
e PUC. 1

4. Disconnect

« Cylinder-#1 intake air pressure sensor hose
-

« Cylinder-#2 intake air pressure sensor hose

F N PUC. 2
e

5. Install

« Hose “1" (Parts No.: 5JW-24311-00)

« 3-way joint "2" (Parts No.: 90413-05014)

« Vacuum gauge hose for #1°3"

« Vacuum gauge hose for #2°4”

« Cylinder-#1 intake air pressure sensor hose
i

« Cyjlinder-#2 intake air pressure sensor hose
=

« Vacuum gauge

« Tachometer

I

Vacuum gauge
90890-03094

Carburetor synchronizer
YU-44456





[image: image2.jpg]6. Install

« Fuel tank

Refer to *FUEL TANK" on page 6-1
7. Adjust:

« Throttle body synchronization
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a. Startthe engine and let it warm up for several

minutes, and then let it un at specified en-
gine idling speed.

o

Engine idling speed
850-950 r/min

b. With throttle body #1 as standard, adjust
throttle body #2 using the air screw 1" (for
throttie body #2).

wre____

« After each step, rev the engine two or three
times, each time for less than a second, and
check the synchronization again

« Ifthe air screw was removed, tum the screw
/4 tumin and be sure to synchronize the throt-
tle body.

CAUTION:
Do not use the throttle valve adjus

g
screws to adjust the throttle body synchroni-
zation.

é‘i Intake vacuum
2] 313353 kPa (0.3-10.4 inHg)
(235-265 mmHg)

wre_____ 00000000
The difference in vacuum pressure between two
thrattle bodies should not exceed 1.33kPa (10

mmHg)
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8. Stop the engine and remove the measuring
equipment
9. Adjust
« Throtte cable free play
Refer to “ADJUSTING THE THROTTLE CA-
BLE FREE PLAY on page 3-8.

X

10 Install:
« Fuel tank
Refer to FUEL TANK on page 6-1
« Gylinder-#1 ignition coil cover
Refer to "ENGINE REMOVAL" on page 5-1
« Rider seat bracket assembly
« Rider seat
Refer to "GENERAL CHASSIS” on page 4-1.

Throttle cable free play
4.0-6.0 mm (0.16-0.24 in)

ADJUSTING THE THROTTLE CABLE FREE
PLAY

NOTE: S —
Prior to adjusting the thrattie cable free play, the
engine idiing speed and throttle body synchroni-
‘zation should be adjusted properly

1. Check
« Throttl cable free play *a”
Out of specification — Adjust

éﬁ Throttle cable free play
\|  40-6.0mm (0.16-024in)
2. Adust:

« Throtil cable free play





